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Multilayer ceramic
chip capacitor

MUITILAYER CERAMIC CHIP CAPACITOR

HIGH-VOLTAGE MLCC

SUPERIOR PERFORMANCE, HIGHER SAFETY.
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II. Product Characteristics

1.Q Series Overview: High-Q products guaranteed for high-frequency operation, suitable for high-frequency
environments upto 125° C.

Features: High Q, High Frequency
Rated Voltage 1000~3000V

Operating Temperature Range: -55° Cto 125° C

2. H Series Overview: Utilizing a special internal electrode structure, these capacitors possess high voltage withstand
characteristics. They are suitable for high-voltage circuits with rated voltages exceeding 1000V.

Features: Rated Voltage
Operating Temperature Ea?’nge: -%?“ 0(_ch1 25° C
The Q series, with its stable temperature and bias characteristics, is also suitable for...
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Q . Hseries

€ YMIN high-voltage MLCC products are designed and manufactured in accordance with international standards.
These products are ideal for commercial and industrial use.

Including NP0 and X7R characteristics, sizes range from 1206 to 2220, and operating voltages up to 3KV.

@ Product Features

<>Special internal electrode design provides
thephidﬂelst voltage ratEng 'gn prov!

@ Application Areas
<LAN/WLAN interface

_ : _ Olnverter
Sy bl for v slerngyeflow soldering, ODCDC converter
; s <>Modem power supply
{High reliability OBallast

<>RoHS compliant

®m Main technical parameters

project characteristic
Nominal voltage range 630~3000V
. X7R -55~+125°C(+15%)
Temperature characteristics oy .
NPO -55~+125°C(0+30ppm/°C)

Loss tangent NPO: Q=1000 ; X7R: D.F.=2.5%
Insulation resistance value 10GQ or 500/CQ) Take the smaller value
aging NP0: 0% X7R:2.5% every ten years
| 100V=V=500V : 200% of rated voltage
Compressive strength 500V=V=1000V : 150% of rated voltage
1000v=V : 120% of rated voltage
m Encoding rules
Product Series | size(mm) Material nominal Precision Rated Terminal Packaging Thickness Reel
capacity level voltage electrode type designation (mm) | Specifications
Q. H 1206 NPO R75=0.75pF | A=+0.05pF 102=1kV N=Cu/Ni/Sn T = Paper tape K=0.125mm J=7Inch
High-voltage | 1210 X7R OR5=05pF | B=0.1pF 202=2kV S aageg | H=0.13mm D=13Inch
type 1812 1RO=1pF C=%0.25pF 302=3kV C=Cu/Resin/Ni/Sn E=0.18mm
2220 100=10pF =+0.5pF 402=4kV C=0.2mm
101=100pF | F=£1% 502=5kV P=0.3mm
102=1000pF | G=%2% 602=6kV K=0.45mm
103=10nF J=+5% W=0.5mm
104=100nF | K=£10% A=0.8mm
105=1pF L=%+15% D=0.85mm
106=10pF M=+20% F=1.15mm
107=100pF | S=-20%~+50% G=1.25mm
L=1.6mm
N=1.9mm
Y=2.0mm
M=2.5mm
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cookie charger DC-DC converter

adapter LAN/WLAN interface

Computer motherboard Wireless charging unit
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Capacitor Solutions,
Ask YMIN for your Applications.

Respond quickly and accurately to customer needs

Shanghai Yongming Electronics Co., Ltd.

Tel:021-33617848 / +86 18355189974

Postcode: 201406

Email: ymin-sale@ymin.com

Website: www.ymin.com

Address: No. 258, Guangcun Road, Yangwang Economic Park,
Nangiao Town, Fengxian District, Shanghai



